
Access control for guest rooms  
and communal areas. 
CISA wall readers are designed to manage access to guest rooms and areas such 
as fitness and health centres, conference rooms, garages, etc. using contactless 
credentials and smartphones.
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About Allegion™
Allegion (NYSE: ALLE) is a global pioneer in safety and security, with leading brands like CISA®, Interflex®, LCN®, Schlage®, SimonsVoss® and Von Duprin®. 
Focusing on security around the door and adjacent areas, Allegion produces a range of solutions for homes, businesses, schools and other institutions. 
Allegion is a $2.4 billion company, with products sold in almost 130 countries.

For more, visit allegion.com.

  CISA SpA 
Via Oberdan 42 
48018 Faenza (RA) Italy

  Ph. +39 0546 677111 
Fax +39 0546 677150

  Customer Service and Technical Support 
+39 0546 188 0070

cisa.com
cisa.sales@allegion.com

•  Glass surface 
•  Flush mounting with 502 
box or Ø65 round housing

•  Internal use 
•  Available in black  

and white

•  Glass surface
•  Surface mounting 

•  Internal and external  
use (IP54) 

•  Available in black  
and white

·  Plastic surface
·  Surface mounting 

·  Internal and external  
use (IP65) 

·  Available in graphite  
colour

Wall readers

Intended use Electronic access control for doors controlled electrically or by servomechanisms. 

Applications For internal and external use. 

Access control Offline or online. 

Management system CISA encoder systems and with CISA AERO. 

Signals Backlighting with multi-coloured LED. 

RFID credentials Contactless RFID ISO 14443B/Mifare ISO 14443A, NFC ready. 

Mobile credentials Opened with smartphone using dedicated apps for iOS and Android. 

Audit trail Events recorded on the device (offline) and on the management system (online). 

Power supply 12V AC/DC. 

Actuator I/O board with 30V-2A relay to install on a DIN bar (3M) included. Cable length 5 m (max 100 m). 

Operating temperature From -25°C to +55°C. 

Design range Smart range
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